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Introducing the CCRX 40010

A 550t Capacity Schnabel Railcar



CCRX 400100 General Data

Car Data

Å Gross Capacity: 1,100,000 Lbs

Å Empty Weight (without deck insert): 354,000 Lbs

Å Overall Loaded Weight: 1,454,000 Lbs

Å No. Axles: 20

Å Max Axle Weight: 72,700 Lbs

Å Maximum Axle Spacing: 5ô-0ò

Å Maximum Curve in Unloaded State:

ï 200ft Horizontal

ï 2,500 ft Vertical

Å Up to 14ò Lateral Shift to Assist in Negotiating Curves

Å Reduced Pivot System ïEffectively 20ô-0ò less pivot 

distance

Additional Technical Data Available Upon Request 



Facts & Figures

Å CCRX 40010 recently underwent a 6 month, $1,000,000 overhaul, during 

which new brakes, hydraulic systems and up -rated structural 

components were installed.

Å CCRX 40010 can accommodate loads up to 1,100,000 Lbs (498,952 Kgs) 

in Schnabel Configuration.

Å Load may be raised or lowered up to 12ò ATR (153mm) by the railcarôs 

built -in hydraulic system. 

Å Optional Deck Insert is rated for 938,000 Lbs (425,470 Kgs) and offers 

space for loads up to 42ô-0ò (12.8m) at the base or 45ô-0ò (13.7m) overall. 



Engineering

Since the railcar was designed in the мфслΩǎΣ the 
structure was over-engineered to compensate for the 

relative low precision manual calculations.



Engineering

!ƭƻƴƎ ǿƛǘƘ ǘƘŜ ŎŀǊΩǎ refurbishment, Finite Element 
Analysis, Material Testing and 3D Computer 

Modeling were used to confirm that the gross 
capacity of the car could be safely increased 

from 1 million to 1.1 Million pounds.

These tools can also be used to evaluate the 
stresses imposed by your load on a case by case 

basis.


